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Expansion joint waterproofing system

Triflex ProJoint+

System drawings

Subdivision of surface protection system

Drawing no.: ProJoint+-1560

Expansion strip 10 cm wide

Joint profile 33.5 cm wide
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Where the joint profile abuts, the surface protection system is recessed by approx. 2.5 cm.



Triflex GmbH & Co. KG | Karlstrasse 59 | 32423 Minden | Germany | Fon +49 571 38780-0 | Fax +49 571 38780-738 | info@triflex.com | www.triflex.com | 07/2023

Expansion joint waterproofing system

Triflex ProJoint+

System drawings

Joint profile – Detail drawing
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Detail

Triflex Support Strip, affixed with 
Triflex Cryl Paste

Finish with Triflex Cryl Finish 209

Triflex ProJoint expansion strip 
affixed with Triflex ProJoint Fix

Filling with Triflex Cryl RS 240

at least 3 cm

at least 10 cmat least 10 cm

Expansion joint – Joint profile embedded, variant 1

Drawing no.: ProJoint+-1561

approx. 43.5 cm

Triflex ProJoint joint profile affixed with Triflex Cryl Paste, 
with added quartz sand 0.7–1.2 mm

Joint waterproofing embedded 
approx. 2.5 cm into the substrate
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Height differences where the fleece overlaps are exaggerated.

(1) Triflex Special Fleece or Triflex Special Fleece PF.

Primer

Substrate

System build-up – Detail A

Joint protection

See substrate pre-treatment

Triflex ProJoint joint profile affixed 
with Triflex Cryl Paste, with added 
quartz sand 0.7–1.2 mm

Joint waterproofing
2nd loop
Triflex Special Fleece (1) 
saturated with Triflex ProDetail

Joint waterproofing
1st loop
Triflex Special Fleece (1) 
saturated with Triflex ProDetail

Detail  
waterproofing

Triflex ProDetail 
reinforced with 
Triflex Special Fleece (1)

Surface 
waterproofing

Surface protection system  
(e.g. OS 11)
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Expansion joint waterproofing system

Triflex ProJoint+

System drawings

Joint profile – Detail drawing
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Expansion joint – Joint profile surface-mounted, variant 2

Drawing no.: ProJoint+-1562

Detail

Triflex Support Strip, affixed 
with Triflex Cryl Paste

Triflex ProJoint expansion strip affixed 
with Triflex ProJoint Fix

5.1 cm at least 10 cmat least 10 cm

Triflex ProJoint joint profile affixed with Triflex Cryl Paste, 
with added quartz sand 0.7–1.2 mm

Mortar wedge 
with Triflex Cryl RS 240

Mounting bracket,  
approx. 15 x 5 mm, affixed 
with Triflex Cryl Paste

Levelling with Triflex Cryl Paste, with 
added quartz sand 0.7–1.2 mm

Finish with Triflex Cryl Finish 209

14.2 cmapprox. 30 cm 14.2 cm approx. 30 cm

approx. 133.5 cm

at least 3 cm

10 cm

Height differences where the fleece overlaps are exaggerated.

(1) Triflex Special Fleece or Triflex Special Fleece PF.

Primer

Substrate

System build-up – Detail A

Joint protection

See substrate pre-treatment

Triflex ProJoint joint profile affixed 
with Triflex Cryl Paste, with added 
quartz sand 0.7–1.2 mm

Joint waterproofing
2nd loop
Triflex Special Fleece (1) 
saturated with Triflex ProDetail

Joint waterproofing
1st loop
Triflex Special Fleece (1) 
saturated with Triflex ProDetail

Detail  
waterproofing

Triflex ProDetail 
reinforced with 
Triflex Special Fleece (1)

Surface 
waterproofing

Surface protection system  
(e.g. OS 11)


